Key Features

> Several setups with workbenches, storage

cabinets, tool wrenches, cranes and
preinstalled internal power supply

> Insulated walls and with air conditioning
for safe and zone rated areas

> Container double doors for easy use for
heavy works and kickplates for added
restiance against dirt and spills

> High level of customization possible

> Standard range -10°C to 40°C
and highly customizable as per need

> Exposure rating:
Zone?, Safe Zone, Class1 Dive

> Integration Approval:

DNV2.7-1, DNV2.7-2, Norsok Z-015, NFPA

> Electric Certification:
CE, ATEX, IECEX, UL
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cabins and well service equipment
for offshore oil & gas operations.
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All of our equipment is certified to DNV 2.7-1 / EN 12079 standards.
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TYPE NAME WM MM M Tﬁg ; P/?Q(GLD MKGGW
W1001 10ft Workshop Cabin Zone2 HLB 2991 2438 2801 2350 7650 10000
W1401 14ft Workshop Cabin ZoneZ2 with crane 4260 2438 2591 3500 6500 10000
w1602 16ft Workshop Cabin Zone2 4876 2438 2750 6400 500 6900
w2001 20ft Workshop Cabin Zone2 6058 2438 2896 5000 7000 12000

Dimensions and weights may vary as aresult of continous development of our products
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